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(e) Alternative standards. Upon petition by a
freight rolling stock owner or railroad under
§224.15, the Associate Administrator may ap-
prove an alternative technology as providing
equivalent safety. Any such petition shall
provide data and analysis sufficient to estab-
lish that the technology will result in con-
spicuity and durability at least equal to
sheeting described in paragraphs (a) through
(c) applied in accordance with this part and
will present a recognizable visual target that
is suitably consistent with freight rolling
stock equipped with retroreflective sheeting
meeting the technical requirements of this
part to provide the intended warning to mo-
torists.

§224.105 Sheeting dimensions and
quantity.

Retroreflective sheeting shall be ap-
plied along the length of each railroad
freight car and locomotive side as de-
scribed in §224.106. Unless otherwise
specified, retroreflective sheeting ap-
plied under this part shall be applied in

§224.106

strips 4 inches wide and 18 or 36 inches
long, as practicable. The amount of
retroreflective sheeting to be applied
to each car or locomotive subject to
this part is dependent on the length of
the car or locomotive and the color of
the sheeting. For purposes of this part,
the length of a railroad freight car or
locomotive is measured from endsill to
endsill, exclusive of the coupler and
draft gear. Each side of a railroad
freight car subject to this part, includ-
ing each unit of multi-unit cars, and
each side of a locomotive subject to
this part must be equipped with at
least the minimum amount of
retroreflective sheeting specified in
Table 2 of this subpart.

TABLE 2 OF SUBPART B TO PART 224—
MINIMUM QUANTITY REQUIREMENT
FOR RETROREFLECTIVE SHEETING ON
FREIGHT ROLLING STOCK

Freight car or locomotive length

Minimum area of retroreflective | Minimum area of retroreflective

sheeting required (per car/lo-
comotive side)—yellow

sheeting required (per car/lo-
comotive side)—white sheeting

Less than 50 ft.

Over 50 ft. to 60 ft.

Over 60 ft. to 70 ft.

Over 70 ft. to 80 ft.

Over 80 ft. to 90 ft.

Over 90 ft. to 100 ft.1 s

sheeting (ft2) (ft2)
35 4.0
4.0 5.0
45 5.5
5.0 6.0
55 7.0
6.0 7.5

1Freight cars or locomotives over 100 ft. in length must be equipped with an additional one-half a square foot of sheeting on

each side for every additional 10 feet of length.

§224.106 Location of retroreflective
sheeting.

(a) Railroad  freight cars. The
retroreflective sheeting shall be ap-
plied along the length of each railroad
freight car side in the manner provided
by a uniform industry standard accept-
ed by the Associate Administrator that
provides for distribution of material
along the length of each car and as
close as practicable to 42 inches above
the top of rail. In the event such a
standard is not proffered by industry or
accepted by the Associate Adminis-
trator, the criteria set forth in this
subpart shall apply. Retroreflective
sheeting applied under this part must
be located clear of appurtenances and
devices such as ladders and other safe-
ty appliances, pipes, or other attach-
ments that may obscure its visibility.
Retroreflective sheeting need not be
applied to discontinuous surfaces such

as bolts, rivets, door hinges, or other
irregularly shaped areas that may pre-
vent the sheeting from adhering to the
car sides. In addition, retroreflective
sheeting need not be applied over exist-
ing or required car stencils and mark-
ings. If necessary to avoid appur-
tenances, discontinuous surfaces, or ex-
isting or required car markings or
stencils, 4x18 and 4x36 inch strips of
retroreflective material may be divided
into 4x9 inch strips and applied on ei-
ther side of the appurtenance, dis-
continuous surface, or car markings or
stencils, as practicable. Unless other-
wise specified, retroreflective sheeting
shall be applied along the sides of
freight rolling stock at intervals not to
exceed every 12 feet, as practicable. If
it is not ©practicable to apply
retroreflective sheeting every 12 feet
because of existing stencils, appur-
tenances, or discontinuous surfaces,
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